
"Civil Engineering and Mapping Solutions" LOCATION:  ANCILLARY CHANNEL "D" PRETTY LAKE
CITY OF:  NORFOLK, VIRGINIA
APPLICANT:  MAXWELL ENTERPRISES        
SITE ADDRESS:  END OF WOODALL STREET  

1.   SOUNDING DATA SURVEYED BY JSGDC WERE SURVEYED USING A SOUNDING POLE,
    MARKED IN 1/10TH FT. INCREMENTS. HORIZONTAL POSITIONS WERE RECORDED UTILIZING
    A 12 CHANNEL DIFFERENTIAL GLOBAL POSITIONING SYSTEM (DGPS).

2.   SOUNDINGS ARE IN FEET AND REFER TO N.O.S. DATUM MLW = 0.00'
    AND WERE TAKEN ON FEBRUARY 1, 2003.

3.  VEGETATED WETLANDS ALONG THE SHORELINE HAVE BEEN DELINEATED
    BY JSGDC UTIL IZ ING DIFFERENTIAL GLOBAL POSIT IONING SYSTEM (DGPS).

GENERAL NOTES:

6/21/04

SCALE: 1" = 40'

DATE: AS SHOWN

PROPOSED 9 SLIP COMMUNITY PIER AND
BOAT BASIN  / CHANNEL DREDGING SHEET 1 OF 4
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1 REVISED 6/21/04
EXTENSION OF PRETTY LAKE ANCILLARY CHANNEL "D"
ADDED TO PLAN.
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SEE SPECIAL CONDITION
NOTE # 1

SPECIAL CONDITIONS:
1. DREDGING WORK AUTHORIZED UNDER THIS
   PERMIT SHALL NOT COMMENCE UNTIL
   PORTION OF DREDGING OF ANCILLARY CHANNEL "D"
   PERMITTED UNDER VMRC # 03-1844
   IS COMPLETED
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VARIES

1

2

1

2 EXCAVATION DEPTH
VARIES

TYP. BOAT BASIN / CHANNEL SECTION
NOT TO SCALE

EXIST BOTTOM

BOTTOM ELEV. -3.5' MLWCONTROLLING DEPTH
(-4.0 MLW MAX OVER DREDGE DEPTH)

A-A

2

2 - 2X10 (2.5 CCA S.T.)
BEAM, TYP.

2 X 6 (.60 CCA S.T.)
DECKING, TYP. 
DBL - 2 X 10 BAND
(2.5 CCA S.T.) 

TYP. FINGER PIER SECTION
SCALE 1/4" = 1'-0

NOTE:
ALL HARDWARE AND
CONNECTORS SHALL
BE GALV. STEEL

3'-0"
PILING C/L

2'-8"  
DECKING

2 X 10 (2.5 CCA S.T.)
JOIST

MHW ≈3.00'

MLW 0.00'

8" DIA. X 35' LONG (MIN.)
WD. PILINGS, (2.5 CCA S.T.)
@ 10' O.C. MAX ALONG
LENGTH OF FINGER PIER

 

2" DECKING
OVER HANG (TYP.)

1'-6" ABOVE MHW

+/- 3.5'

MHW ≈3.00'

MLW 0.00'

AS  SHOWN ON PLAN
         (8' MAX.)

DBL. 2 X 8
(1.5 C.C.A. S.T.) BAND
 TYP. AS SHOWN

NOTE:
ALL HARDWARE AND
CONNECTORS SHALL
BE GALV. STEEL

BOAT SLIPS TRANSVERSE SECTION 
SCALE 1/4" = 1'-0

MAIN PIER

FINGER PIER

2 X 6 (.60 C.C.A. S.T.)
DECKING 

H.D.P.E.  OR COPPER CAP
@ EA. MOORING PILING, 
AS SHOWN

8" DIA. X 35' LONG (MIN.) WD.  
(2.5 S.T.) MOORING 
PILING, TYP.

3 - 2 X 10 (2.5 C.C.A. S.T.)
JOISTS, EQ. SPACED

3

8" DIA.  X  35' LONG (MIN.) WD. PILINGS 
(2.5 S.T.)  @ 10'-0 O.C. MAX SPACING ALONG 
FINGER  PIER  LENGTH. (CUT OFF ABOVE
DECKING AS SHOWN)

6'-0"

4 X 4 ST POST (SHOWN BEYOND)
FOR POWER AND LIGHTING PED. AND 
HOSE BIB, ATTACH TO OUTER SIDE OF
BAND W/ 2 5/8" GALV. THRU BOLTS,
CAP W/ H.D.P.E.  OR COPPER SHEET, TYP.

3 - 2 X 8 (1.5 C.C.A. S.T.)
JOISTS, EQ. SPACED
AS SHOWN

AS  SHOWN ON PLAN
         (8' MAX.)

(2)X10 (2.5 S.T.)BEAM, TYP.

1'-6" ABOVE MHW

2 X 8 (2.5 CCA S.T.)
"X" BRACING, TYP.
AS SHOWN ON PLAN 
VIEW

AS SHOWN ON PLAN

4

8" DIA.  X  30' LONG (MIN.) WD. PILINGS 
(2.5 S.T.)  @ 8' O.C. ALONG PIER 
LENGTH (CUT OFF BELOW DECKING
AS SHOWN)

4 X 4 (2.5 C.C.A. ST) POST @ EA. 
FINGER PIER JOIST

2 - 5/8" GALV. THRU BOLTS
W/ FENDER WASHER @ EA. END

DBL. 2 X 8 (1.5 C.C.A. S.T.) BAND
 TYP. AS SHOWN

2 X 6 (.60 S.T.) DECKING 

3 - 2 X 10 (2.5 S.T.) JOISTS,
EQ. SPACED

2 X 10 (2.5 ST) BLKG. BETWEEN
JOISTS

2 X 8 (1.5 C.C.A. ST) BLKG. 
BETWEEN JOISTS @
EA. SIDE OF 4X4 POST

4
FINGER PIER JOIST FRAMING
SCALE 3/4" = 1'-0

2 - 5/8" GALV. THRU BOLTS
W/ FENDER WASHER @ EA. END PIER  TYP. TRANSVERSE SECTION

SCALE 1/4" = 1'-0

2 - 2X10 (2.5 C.C.A. S.T.)BEAM, TYP.

8" DIA.  (2.5 C.C.A. S.T.) PILINGS @
8' O.C. ALONG PIER 
(20' LONG MIN.)

WIDTH PER PLAN 2 X 6 (0.60 C.C.A. S.T) DECKING 

2 X 8 (.2.5 C.C.A. S.T) JOISTS,
@ 16" MAX. O.C.

DBL 2 X 8 (.2.5 C.C.A. S.T) BAND
 TYP. AS SHOWN

EXIST. GRADE
OR BOTTOM

NOTE:
ALL HARDWARE AND
CONNECTORS SHALL
BE GALV. STEEL

MHW

1' - 6" (MIN)
NOTE:
MIN. HEIGHT SHALL = 
WIDTH IF CROSSING
OVER VEGETATED
WETALANDS

1

1

NOTE:
ALL PILING LENGTHS SPECIFIED ARE
MINIMUM LENGTHS TO BE INCLUDED IN
BASE BID. FINAL PILING LENGTHS SHALL
BE FIELD DETERMINED USING TEST
PILINGS. CONTRACTOR SHALL COORDINATE
TEST PILING INSTALLATION WITH
ENGINEER AND/OR OWNER.
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